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without natice and all motor cycles and eguipmentare

said sublect o the limted guarantee printed herein or many years A.J.S. motor cycles have been noted for their superb finish, mechanical excellence and

All prices ond specificauions are subiect to giterotion bl

extreme reliability.

The extensive experience gained in racing, record breaking, Trials and other competitive events has been
fully utilised in the production of standard machines and by reason of this consistent technical development
A.J.S. motor cycles represent the ultimate in modern motor cycle design.

Braking, steering, suspension, finish and appearance have been still further improved for 1948 and in their latest
form the Model 16M and Model 18 should prove ideally suited to the requirements of the most fastidious
rider.

A.)J.S. MOTOR CYCLES

PLUMSTEAD ROAD, LONDON, S.E.I8, ENGLAND
Proprietors : ASSOCIATED MOTOR CYCLES LTD.
Telephone : WOOIwich 1223 Telegrams : ICANHOPIT, WOL, LONDON



FREE SERVICE SCHEME

| authorised A.).S. Dealers undertake to carry out the following free service inspection

==
to customers motor cycles at 500 miles. but not later than three months after
delivery :
=y (A) Check and if necessary adjust—
I. Valve Clearances. 6. Wheel Bearings.
t 2. Contact Breaker Points. 7. Brakes.

3. Sparking Plug 8. Forks and Steering Head,
4. Clutch, 9. Alignment of Wheels.
5. All Chains. 10. Tyre Pressures.

| A LK (B) (b) Tighten all external nuts and bolts including Cylinder Bolts.

(¢) Top up Battery and check all Lighting Equipment.
(d) Clean out Carburettor and adjust mixture.
(e) Adjust and lubricate all Cables.
(f) Grease all Nipples.
% (g) Drain Oil System. Clean Filter and replenish.
(h) Check oil level in front Chain case.
(i) Top up Gear Box.
(j) Test machine on road.

(C) _Note : Qils, grease and materials used are chargeable to the customer.

Owners of A.L.S. motor cycles are strongly recommended to avail themselves of this scheme
in order to obtain the best from their motor cycle.

SPECIFICATION

MODELS

ENGINE. Bore Stroke Copocity
Model 16M 69 mm. 93 mm. 347 ce.
Model 18 82:5 mm. 93 mm. 498 cc.

Bath engines are of the single port O.H.V. type and incorporate the latest features
of design. All moving parts are totally enclosed and lubricated from the main
engine pump, and the valve gear is readily accessible for adjustment by the removal
of the cover plate provided.

Of exceptionally rigid construction the flywheel assembly is supported on the
drive side by two large diameter ball races, and on the timing side by a plain
phosphor bronze bearing. The big end bearing is of particular interesc and
comprises a two piece crankpin, Duralumin cage and triple row roller bearing.

LUBRICATION. Full dry sump system with large capa
plunger pump and separate oil tan| Pressure feed to bi
valve gear, piston and camshaft bearings.

y rotary reciprocating
end, main bearings,

GEAR BOX. Four speed heavyweight with enclosed foot gear-change mechanism
and handlebar controlied clutch.

TRANSMISSION. Primary chain enclosed in oil bath chaincase. Rear chain
protected by efficient deep section guard. Smooth running ensured by efficient
spring loaded cam type shock absorber.

CARBURETTOR. Semi-automatic Amal. Quick action twist grip and lever
air control.

FRAME. Heavy gauge steel tube duplex crad|

th single straight front down
member. Integral pillion footrest lugs and forge:

ir fork ends.

FORKS Patented " Teledraulic’" with three rate sprin,

and re-designed
“shutl,

type hydraulic damping. Self lubricating and no maintenance required.

16M and 18

STANDS. Central prop stand, tubular front and spring-up rear.
HANDLEBARS. Chromium plated, fully adjustable semi-sports,

TANKS. Welded steel 3 gall petrol tank with twin cork seated filter taps,
Three pint oil tank of same construction incorporating detachable fabric filter.

BRAKES. New type large

amecer internal expanding with finger adjustment.
SADDLE. Large Lycett spring seat with wide range of adjustment.
WHEELS. Model I16M : [9° front and rear with 26° x 3-25° Dunlop Tyres

Model 18 19* front and rear with 19° x 3:25" front and 9" x 3.50" rear
Dunlop Tyres.

MUDGUARDS. Fortion of rear guard quickly detachable for wheel access Yo
Both guards of special efficient section and design.
ELECTRICAL EQUIPMENT. Separate magneto and dynamo independently
driven by roller chains in oil bath cases. Large diameter headlamp, handlebar
&uanu(:n? electric horn, centrally mounted battery and constant voltage
control.

FINISH. Three coats of finest quality black stove enamel on Bonderized surface.
Wheel rims, handlebars, headlamp rim, saddle springs, battery carrier, filler caps,
exhaust system and many other parts chromium plated. Petrol tank and wheel
l__-u__u_..ru-iv::nn in gold. Gear Box end cover and magneto drive cover highly
polished.

EQUIPMENT. Full set of tools including grease gun and tyre pump. Ninety
Page Instruction Manual.



MODEL 16M , MODEL 18

347 cc. OH.Y. 498 c.c. O.H.V,




IN MODELS

ling the Sporting rider with a machine capable of competing
\e A.L.S. Competition models have rapidly gained an enviable
ime enables complete control to be maintained at negligible
coupled with the ability of the engine to run at equally low
and without fear of stalling. has contributed to the many

‘ Competition models that we are able to manufacture, fall
owners are requested to give an unoertaking that they will
urpose intendea

FROM STANDARD SPECIFICATION

« 400" Rear Wheels

ith Tyres. Short Wheelbase Frame.

ding kickstarter, duplicated cables. KE.805 Rear spindle.
me Tubes. Weight ** 350 " 295 Ibs.; ** 500 ™" 308 lbs.

Top Third Second First
65 84 137 208
58 75 12:2 185

ion models are supplied without electrical equipment. If
ambles the standard type gear box can be fitted and is recom-

ClassicCycles.ara

COMPETITION MODEL

347 cc 498 c.c.










